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Quality Communications
Equipment Since 1942

+ U.S.A. flat-rate shipping:  Under $50=$5.95,
$50-$100=$8.95, $100-$500=$9.95, $500-$1000=$14.95.

Quality Radio Equipment Since 1942

Except Alaska, Hawaii and Puerto Rico.

Please stop by for a look.  We offer a wide selection of new
and used shortwave equipment, antennas and books.

UNIVERSAL BUYS RADIOS
Call, email or write and tell us what you have to sell.
We can provide a quote, subject to inspection.

The Icom IC-R8600 wideband communications receiver raises the bar on sophisticated radio
monitoring. This ground breaking receiver made its world debut at the JARL Tokyo Ham Fair on
August 19, 2016. The IC-R8600 covers 0.01-3000 MHz (less cellular) in analog and decodes multiple
digital protocols, including D-STAR™, NXDN™, dPMR™ and APCO P25. It has a large 4.3 inch color
TFT touch screen display with fast spectrum scope and waterfall display. The advanced circuit
employs modern SDR FPGA/DSP base architecture with traditional superheterodyne circuitry.
Optional RS-R8600 PC remote control software allows control of all receiver functions. There is a
convenient SD card slot for received log, decode log and voice recording.  The rear panel features:
10.7 MHz IF Output, LAN Port, Mute Line, Reference I/O, I/Q output, External speaker jack, AF/IF
output, CI-V remote terminal, USB port, DC power Input jack, S meter output jack, Aux., 3 antenna
jacks (N/SO239/RCA) and ground terminal. The I/Q signal output supports use with third-party SDR
software and/or external decoding.  On showroom display and in stock for immediate shipment!
Requires Icom AD-55-NS power supply or similar 4 amp 12 VDC regulated external power supply.
An optional Icom SP-39AD (#2039) external speaker with integrated power supply is available.
The IC-R8600 is available in both consumer (#0086)  and government (#0586) versions.

Full features, specifications, pricing and accessies may be viewed on the Universal Radio website.

2018 WORLD RADIO
TV  HANDBOOK

This respected publica-
tion is filled with sched-
ules, frequencies and
addresses of short-
wave broadcast sta-
tions.  Organized pri-
marily by country. Also
includes a by-fre-
quency listing of short-
wave broadcast sta-
tions, plus receiver re-
views.  ©2017. 72ND Ed.
672 p. List $49.95.

Order #2018 ......................... $44.95

SHORTWAVE
RECEIVERS

PAST & PRESENT
1942-2013

By F. Osterman.  A
c o m p r e h e n s i v e
guide to over 1700
shortwave, amateur
and commercial
communications re-
ceivers (plus 1200
variants) made in the
last 70 years. With
1800 photos and information including:  cover-
age, circuit, display, features, performance,
new & used values (for most), reviews, etc.
Over 360 manufacturers are represented. Be-
come an instant receiver expert. Hard bound
Fourth Ed. Second Printing. ©2014 URR.  800 p.

Order #0004 ......................... $49.95
Special Sale Price .............. $39.99

CATALOG
Phone or email for
our new 116 page
2018 print catalog.

ANTENNA BASICS
By Bob Grove.  If your
are new to the radio
monitoring hobby, and
want a great introduc-
tion to antenna topics,
this book is for you.
Noted author, Bob
Grove covers a wide
range of topics in his
usual clear and under-
standable manner. ©
2017 Grove 75 p.

Order #3773 ........................... $9.95

IC-R8600

Be sure to note our new address!

WORLDWIDE
LISTENING

GUIDE
By J. Figliozzi.
Modeled on the
author’s popular
Worldwide Short-
wave Listening
Guide, this new
book covers all of
today's formats:
live on-demand,
podcast, satellite,
Internet, digital,
analog, AM, FM, shortwave and wi-fi. Learn
what can be heard how, where and  when!  Spiral
bound 8th Ed. 192 p. ©2017. List $29.95.

Order #6521 ......... $27.95

The AOR AR-DV10 wide-
band receiver covers 100
kHz to 1300 MHz (less cel-
lular) in traditional analog
modes (SSB, CW, AM, SAM,
FM) as well as various digital
modes including: APCO P-
25 (Phase I), D-CR, DMR
(Tier I & II), Mototrbo, dPMR,
NXDN, TETRA, Alinco EJ-
47 GMSK, D-STAR and
Yaesu FUSION. A new
DALL function automatically
determines the digital mode.
Three VFOs are available
(A/B/Z).  Supported band-
widths include FM 6/15/30/
100 kHz, AM 3.8/5.5/15 kHz, SSB 1.8/2.6 kHz and
CW 200/500 Hz. You get 2000 memories (40
banks of 50 channels). Stability is ±5 ppm. It meets
IPX5 environmental standards and has a Mi-
croSD card-slot that supports audio recording. It
is supplied with Li-ion battery, microSD card,
charger, BNC antenna, belt clip and manual. 2.6
x 5.4 x 1.7 inches 14.8 oz.
This radio is distributed in the U.S. by Yaesu USA
and features a three year limited mfg. warranty.
List $1200.00 Order #0410 $1099.95

With FREE Radio Go-Bag

ARDV10

ACCESSORIES
#4755 SDA23B AC Adapter AA10

$25.95
#3655 SHB11 Belt Clip BC10 8.95
#2227 SBR12LI Battery 7V 2000mAh BP10 79.95
#6476 SBT12 Battery Tray BT10 16.95
#6763 SBH11 Charge Cradle CC10 51.95
#3127 SDD12 DC Cigar Plug Cord DC10 29.95
#2616 MA500 Mob. Mag. Ant. $129.95
#3755 SA7000 Base Vert. Ant. $289.95

New!
IC-R30

Tune in the world where ever
you go.  The Icom IC-R30-
06 covers 100 kHz to
3304.999 MHz (less cellu-
lar). Reception modes in-
clude:  FM, WFM, AM, USB,
LSB, CW, D-STAR®, APCO
P25 Phase 1, NXDN®,
dPMR® and DCR (*SSB,
CW and digital modes: 0.1
MHz–1.3 GHz). It includes
2000 memories, scanning at
200 channels/second, NB,
RF Gain, voice synthesizer,
built-in Bluetooth®, spectrum display and dual
receive including analog/analog and analog/digi-
tal. It even supports dual record. The integrated
GPS receiver displays your current position
data, course, speed and altitude on the display.
GPS data can also be saved in recorded audio
files. R30 can list up to 50 stations within 99 miles
from your current location. (The position data of
each station must be preprogrammed in the
Memory channels). The versatile USB port can
charge the R30 (in about 5 hours), perform data
transfers including memory loading and support
CI-V remote control. The radio has a microSD
card port and microUSB port. It is built to robust
IP57 [MIL-STD-810G] standards. The optional
CS-R30 software operates with Windows 7, 8.1
and 10. The R30 comes with SMA double-hinged
telescopic antenna, BP-287 Li-ion battery pack,
belt clip, hand strap, BC-123SA AC power
adapter, BC-223 rapid-charge drop-in tray and
basic printed manual. An advanced manual can
be downloaded from Icom's website.

Order #1030 $599.95

FREE
Icom Go-Bag included
for a limited time.

New!


