Scanner Antennas
PC-SGM/MKT

The ProComm PC-SGM/MKT
is an attractive black 26 inch
through-the-glass mobile
scanner antenna that looks
like a cellular car antenna. It
covers 30 to 1200 MHz (receive only) and comes with 15
foot of RG-58/U coaxial cable
that terminates to a male BNC
plug.
PC-SGM/MKT

$

Order #0373

28.95

SCAN4
The SCAN4 is the answer
for improved scanner performance in a vehicle, without the addition of an obtrusive vehicle antenna. The
SCAN4 is easy to install and
consists of 5 feet of RG-174
coaxial cable to a 19 inch
wire antenna element. The
antenna element attaches to your window via two
integrated suction cups. The coax terminates to a
male BNC plug. For receive only.
$
SCAN4
Order #1820
10.95

DS150S

DA3200
The AOR
DA3200
is a 16 element,
omnidirectional
discone
receiving
antenna
covering
25
to
3 0 0 0
MHz. It
includes 49 feet (15 m) of 5D-2V low-loss coaxial
cable. There is an N male plug at the antenna end
and now an N male plug at the radio end. This 45
inch antenna is great for scanners. With two U
bolts. Mast shown is not supplied.
$
DA3200
Order #5381
239.95

MA500
The AOR MA500 is a quality
29 inch (740 mm) magnet
mount mobile antenna covering 25 to 1300 MHz. It includes a 13 foot (4 m) coax
cable terminating in a BNC
plug.
$
Order #2616
129.95

DA6000
SFA-201B
SFA-201S
The SpectrumForce SFA-201B scanner antenna provides receive coverage
from 25 to 1300 MHz. This diminutive
antenna stands only 17 inches high, including the magnetic base. It comes with
12 feet of RG-174 coax cable that terminates to a male BNC plug.
The SpectrumForce SFA-201S is identical, but
terminates to a male SMA plug,
SFA-201B BNC
SFA-201S SMA

Order #5896
Order #3270

$

19.95
19.95

$

AM800
AM801
Use these Opek window
antenna mounts to conveniently get your
scanner's antenna outside of your vehicle for
better gain! Both versions
clamp on top of your auto
window and feature an 8 foot RG174 coaxial cable
to the appropriate SMA or BNC plug.
Opek AM800 SMA Order #0204
Opek AM801 BNC Order #0270

$

13.95
$
12.95

■ Lightning surge protectors are recommended
for outdoor antennas. Please see page 39.

Universal Radio, Inc.
651-B Lakeview Plaza Blvd.
Worthington, Ohio 43085

The AOR DA6000 high
performance, commercial
grade UHF discone receive antenna covers 700
to 6000 MHz. It uses a
low-loss N connector. Antenna gain is 2.5 dB
(max.). Height is 9.2
inches. Radials are 4
inches. 16 horizontal elements are 3.2 inches. Weight is 1.6 lbs. Impedance is 50 ohms. Very low loss coaxial cable (not
supplied) must be used with this antenna. The
DA6000 comes with a mounting mast, mast clamp
and instructions. Will accept 1 to 2 inch mast.
$
DA6000
Order #6590
489.95
➤ Please also see the AOR SA7000 on page 34

DCX
The Hustler DCX is a
discone base antenna
that provides good omnidirectional coverage
from 40 to 999 MHz. This
55 inch antenna easily
mounts to any mast (not
supplied) with supplied
hardware. Has SO239 to
accept PL259.
Hustler DCX
Order #1205
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The Comet DS150S discone antenna receives solid from 25 to
1500 MHz and can be used for
transmit on 50, 144, 430, 900 and
1200 MHz ham bands (under 100
watts). This stainless steel antenna is 4.6 feet high and attaches to any standard mast (not
supplied) from 1.2-2.4 inches with
the supplied U-bolt. Weight is 3.2
lbs. Terminates to an SO-239 and
comes with a 65 foot RG-58A/U
PL259 to PL259 coax cable.
$
Order #3587
94.95

AH8000
The Icom AH8000 is a
multipurpose discone
antenna that receives
solid from 100 to 3300
MHz! It can also be
used for transmit on
144, 430, 1200 and
2400 MHz ham bands
(under 200W). This
omnidirectional antenna is 3 feet high and
attaches to any 1-2 inch
standard mast with two
supplied U-bolts (mast
shown is not supplied). 2.1 lbs. Comes with a
preassembled 49 foot cable with N connectors.
$
AH8000
Order #1945
269.95
This adapter converts the N male to a BNC male.
$
UG-349/AU
Order #4571
4.95
This adapter converts the N male to a PL-259.
$
UG-83
Order #1384
4.95

5130-2N

The Create Log-Periodic 5130-2N is a log periodic antenna for the range of 105-1300 MHz. It
features 19 elements providing 10 to 12 dBi. It can
be used for receive and transmit (to 500 watts).
The boom length is 4 feet 6 inches and weighs only
6 lbs. It is wind rated to 90 m.p.h. It mounts on a
1.5 to 2 inch mast. Mast and lead-in cable are not
provided. A low loss N connector is utilized.
$
Create 5130-2N Order #1825
338.98

WEPA2

$

32.95

The WEPA2 is an economical 4
section, hinged replacement BNC
telescopic antenna for most scanners radios. Extends to 20 inches
and collapse to 6.75 inches.
$
Order #6423
8.95

Info.: 614 866-4267
Orders: 800 431-3939
www.universal-radio.com

Scanner Antennas
SUPER M CLASSIC
The MP Antenna
Super M Classic
Base was designed
for both amateur and
scanner applications. It seamlessly
receives 25 MHz to
1.3 GHz. The MultiPolarized technology makes the Classic™ a superior
VHF-UHF receive
antenna and it also
provides impressive
transceive performance in the 2
meter, 220 and 440
MHz ham bands (up to 200 watts). Experience
clearer, more consistent communications with this
American made, quality antenna. This antenna
terminates to a low-loss female N jack.
$
08ANT0863
Order #0307
114.95
See more MP Antenna antennas on page 85.

HT-55
The Comet HT-55 is a small flexible antenna
with wideband receive coverage from 118160, 250-290, 360-390, 420-470 and 820-960
MHz. Can be used for transmit up to 5 watts in
these commercial bands: 153 to 157 MHz and
460 to 470 MHz. This black 8.75 inch antenna
terminates to a 50 ohm SMA jack.
$
Order #5440
29.95
HT-55

SP-800
The ProComm SP-800
Spider is a base scanner
antenna capable of working
with most any VHF/UHF
scanner receiver. It covers
30-1200 MHz (receive
only). Two adjustable
mounting bands are supplied to fasten the base to a
mast or vertical railing. Terminates to a standard SO239 jack. With 50 foot PL259 to BNC coax cable.
$
Order #6460
52.95
SP-800/50BN

BNC-W100RX
The Comet BNC-W100RX scanner
receive antenna covers 70 to 900 MHz.
The telescoping base is marked with a
chart. You can extend one to eight
elements to optimize reception in a
given band. It features a double foldover hinge for convenience. The telescopic whip antenna is 40 inches extended, but collapses down to 8 inches.
It terminates to a male BNC plug.
$
BNC-W100RX Order #5458
29.95

REM-800
SERIES
The Remtronix REM-800B (shown) is a very
compact flexible antenna providing extremely
good VHF-UHF reception especially in the
range of 700 to 900 MHz. Has +6dB gain over
a standard antenna. 7 inches. Male BNC.
$
REM-800B BNC Order #6119
21.95
The Remtronix REM-800S (not shown) is the
same, but terminates to a male SMA. These
very high quality antennas are made in Japan.
REM-800S SMA Order #0000
Disc.
$
21.95
REM-810S SMA Order #3180
The Remtronix REM-820S (not shown) terminates to a male SMA and is optimized to match the
Uniden SDS100. With "O" ring.
$
REM-820S SMA Order #6269
22.95

TSA-600
TSA-900
RFspace TSA-600 is an ultra-wideband log periodic PCB antenna covering 600-6000 MHz. SMA.
$
TSA-600
Order #6691
68.95

The new Remtronix REM-830B is similar to the
REM-800B, but with a hinge for base scanners.
$
REM-830B BNC Order #1830
27.95

RFspace TSA-900 covers 900-12000 MHz. SMA.
$
TSA-900
Order #2971
44.95

SCANNER
The COMPACtenna SCANNER was developed as a receive-only antenna for reception from 100 to 1500 MHz. This inconspicuous, 7.5 inch rugged antenna provides high performance as a result of its
unique electric/magnetic field diversity design. The patented design uses the latest
science to provide revolutionary performance in Non-Line-Of-Sight obstructed
environments. Nom. gain +3 dBi. Can be
configured for mobile or base use depending on
optional NMO mount used.
$
SCANNER
Order #2472
84.98
The SCAN-III version is similar but 9.5 inches tall.
$
SCAN-III
Order #1381
114.95
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D-3000N
The Diamond D-3000N discone antenna receives solid
from 25 to 3000 MHz and can
be used for transmit on 50,
144, 430, 900 and 1200 MHz
ham bands (under 100 watts
on 144 up, and 20 watts on 6
m.). This omnidirectional,
stainless steel antenna is 67
inches high and attaches to
any standard mast (0.98-2.05
inches) with two supplied Ubolts. The mast is not supplied. The D-3000N terminates in a female N jack. Coax
cable is not included.
D-3000N
Order #5470
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D220R
The Diamond D220R mini discone antenna receives solid from
100 to 1600 MHz! It can also be
used for transmit on 144, 430,
904, 1200 MHz (under 50 watts).
This stainless steel antenna is
27.6 inches high (with a 8.5 inch
maximum diameter). The mount
is not supplied. Weight is 0.8 lbs.
The D220R terminates to a 50
ohm male UHF [PL259] type connector. This will fit directly into a
PO type mount (not supplied),
thus making it appropriate for
some mobile applications.
$
Order #6725
103.95

D-130J/NJ
The D-130J super discone
antenna is an ultra-wideband omnidirectional antenna that offers solid coverage from 25 to 1300 MHz.
This lightweight antenna
(2.2 lbs) is made of precision tooled stainless steel.
It has an SO-239 jack to
accept a PL-259. Cable
and mast not supplied.
D-130J
Order #2405

$

94.95

The D-130NJ is the same but with an N jack.
$
D-130NJ
Order #5156
95.95

RHF40
SRHF40
The Diamond RHF40 is a
strange HT antenna for 2 meters
and 440 MHz. The top 13 inches
of the antenna is completely flexible ... just like a pipe cleaner. It
can be twisted into almost any
shape. The total length of the
antenna is 16 inches. The RHF40
is also a capable wideband receive antenna for 120/150/300/
450/800/900 MHz. BNC base.
List $27.95
Order #0795

$

22.95

The SRHF40 is the same but with an SMA plug.
$
List $26.95
Order #4730
23.95

RH77CA
SRH77CA
The Diamond RH77CA is a popular 2M/440
transceive HT antenna. It is also immensely
popular with scanner users because it can
additionally receive well on: 120, 150, 300,
450, 800 and 900 MHz. This thin, flexible,
black antenna is 15 inches and terminates to
$
a 50 ohm BNC.
Order #2368
21.95
$

134.95

The Diamond SRH77CA is similar, but termi$
nates to an SMA.
Order #0491
23.95

Info.: 614 866-4267
Orders: 800 431-3939
www.universal-radio.com

