
Amateur Amplifiers & Rotors

Universal Radio, Inc. Info.:  614 866-4267
651-B Lakeview Plaza Blvd. Orders:  800 431-3939
Worthington, Ohio 43085 www.universal-radio.com

Quality Equipment Since 1942
Page 92

The Yaesu  VL-
1000 Quadra
System  high
per formance
linear amplifier
covers 160 to
15 and the 6
meter amateur
bands. Com-
bined with its matching VP-1000 power supply
unit, the VL-1000 is a compact desktop design
utilizing rugged MRF150 MOSFETs in a four-unit,
push-pull configuration to provide 1000 watts out-
put (500 watts on 6 meters).  Automatic band-
switching is provided when used with many Yaesu
transceivers.   Built in automatic antenna tuner.
Shown above in optional MR-1000 mounting rack.
Three year mfg. limited warranty!
List $6999.00 Order #3641  CALL/WEB

Yaesu MR-1000 mounting rack for VL1000.
Order #0000  Discontinued

AL-80B

The AL-80B combines a single Eimac 3-500
power tube with a heavy-duty tank circuit for up to
70% plate efficiency.   Frequency:  15, 20, 40, 80
and 160 meters.  Drive power:  85 watts for full
output.  RF input power:  SSB-1000 watts PEP,
CW-850 watts.  Power requirement:  120 VAC 15
Amps or 240 VAC 7.5 Amps. Weight:  48 lbs.
List $1899.95 Order #0575 $1749.95

VL1000

PW1

The Icom IC-PW1 is a 1000 watt linear amplifier
with built-in power supply.  This state-of-the-art,
heavy duty amp covers HF plus 6 meters.  It
features automatic tuner, auto band changing,
four antenna connectors and three cooling fans.
The control head is removable and remoteable.
List $7810.00 Order #2925 CALL/WEB

AL-811

This amp uses three tough 811A tubes to give you
600 watts of PEP output.  13.75"W x 8.65"H x
16"D.  Weight:  31 lbs. (40 lbs. ship).
List $1099.95 Order #1883 $1059.95

AL-811H
Like the AL-811A, but with four fully neutralized
811A  tubes for 800 watts.
List $1199.95 Order #2902 $1159.95

Yaesu rotators are precision-designed for a wide
variety of antenna installations.  Smooth and quiet
in operation, these rotators are housed in weath-
erproof, die-cast aluminum enclosures and are
permanently lubricated.
G-450ADC    Light Duty.  Wind load:  10 sq. ft.
List $375.00 Order #3745    $299.95

G-800DXA  Medium Duty.  Wind load:  17 sq. ft.
List $630.00 Order #4200    $499.95

G-1000DXA  Heavy Duty.  Wind load:  23 sq. ft.
List $790.00 Order #4148    $599.95

G-800DXA G-2800XDA

G-2800DXA  Extra Heavy Duty.  Wind :  34 sq. ft.
List $1750.00 Order #0266    $1299.95

G-550  Elevation only.
Order #0000         Discontinued

G-5500DC  Azimuth-Elevation
List $945.00 Order #0180    $749.95

Please see ROTOR CABLE on page 46.

GS-232B

The Yaesu GS-232B Rotor Computer Interface
provides digital control of most Yaesu antenna
rotators. The 3 wire async serial line can be
configured for serial data rates from 1200 to 9600
baud. The unit has a DB-9 male connector for
connection to your RS232C port.  Supplied items
include: Control cable for the Azimuth rotor (5 pin
to mini DIN), Control cable for the Az/El rotor (Dual
5 pin to DIN cable), DC power cable and hook and
loop fasteners. Requires 12 VDC at 110 mA. The
Yaesu C1000 cable is required for the SDX series.
List $870.00 Order #4228 $599.95

ALS-500M
This Ameritron ALS-500 is a mobile solid state
amplifier providing power output up to 500 watts
PEP and 400 watts CW from 1.5 through 21.6
MHz. Enjoy instant band switching, no tuning, no
warm up - just turn on and operate. This amplifier
operates on 13.8 VDC electrical systems and
draws a peak current of 80 Amps at full output.
Power supply is not included. 9 x 3.5 x 15"  7 lbs.
List $999.95 Order #2460 $919.95

C1000  Interface cable for SDX series.
List $40.00 Order #0314    $31.95

B-34

The Mirage B34 is a compact 2 meter handheld
FM amplifier. FM input power can be from 1 to 8
watts. Two watts input provides 35 watts output.
SO-239 input and output. Only 3.125 x 1.75 x 4.25
inches. Requires 12-15 VDC at 4 Amps.
List $179.95 Order #3469 $159.95

BD-35

The Mirage BD35 is designed for today's 2m/440
handhelds. It has automatic band selection and
single input and output connectors for both bands.
With 4 watts input, you get 45 watts out on 2
meters and 35 watts out on 440. The BD-35 has an
automatic RF sense transmit/receive switch for
easy operation. Now D-Star compatible. The amp
is just 5 x 1¾ x 5 inches and requires 12 VDC at
6 Amps. SO-239 input and output jacks
List $299.95 Order #2671 $269.95

AR  40  Light Duty.  Wind load:  3 sq. ft.  5C
List $399.95 Order #2394    $399.95

AR500  Extremely Light Duty.  Wind:  ? sq. ft. 3C
List $169.95 Order #6909    $159.95

CD45II  Light Duty.  Wind load:  8.5 sq. ft.  8C.
List $499.95 Order #2393    $459.95


