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Made In: Denmark 1985-1991

Voltages: 110-125, 220-250 VAC
50/60Hz 70W

Readout: Digital

Physical: 19 x 5.25 x 18.25" 33 lbs.
483x132x463mm 15 kg

Rarity: Typically Unavailable

New Used

Price: ➀ ➁
Rating: ➅ ➅

00000.01

RX4000
General Coverage Communications Receiver
Double Conversion Superheterodyne.  Solid State.

Features:
• ¼" Head. Jack • S-Indicator • Keypad • Line Out 600 Ohm
• RF Gain • IF Out Jack • Notch • Scan & Sweep
• Mute Line • 75 Memories • BFO ±7 kHz • 1.4 MHz IF Out Jack
• Dimmer • Ext. Spkr Out • Atten. -10 dB • AGC FAST/SLOW/OFF
• Squelch • Clock • Rack Handles • Sidetone Input
• Dial Lock • Speaker • Speaker Switch • 3 Tuning Rates
Specifications:
Coverage ......15 - 30000 kHz Modes ............ AM/SSB/CW/RTTY
Selectivity ......5.4/2.4/1/.2 kHz -6 dB. Stability ........... ±.1 PPM -15° to 45° C.
Sensitivity ......<2µV 20 dB SINAD SSB IF Rejection .... >90 dB
Image Rej ......>90 dB Environment ... 0° to +50° C.
Audio Out ......4 W 4 Ohms Antenna Input . BNC 50 Ohms
Accessories:
471666 RS232 600/1200 bps 463302 RS232 9600 bps
471577 RTTY Demod. 475246 Cabinet
Comments:
Operation from 15 to 100 kHz with reduced performance.  175 preprogrammed CCIR
SSB channels and 257 preprogrammed CCIR-RTTY channels. Memories store
frequency, mode, bandwidth, AGC setting, RF attenuation and BFO frequency and
have battery backup.  Dwell time can be set from 0.1 to 9 seconds during scanning
or sweeping.  Clock can be set for up to 24 alarms per day.

Made In: Denmark 1988-2014

Voltages: 110-125, 220-250 VAC
50/60 Hz

Readout: Digital

Physical: 19 x 5.25 x 18.25" 33 lbs.
483x132x463mm 15 kg

Rarity: Typically Unavailable

New Used

Price: ➀ ➁
Rating: ➅ ➅

00000.01

RX4010
General Coverage Communications Receiver
Double Conversion Superheterodyne.  Solid State.

Features:
• ¼" Head. Jack • S-Indicator • Keypad • Line Out 600 ohm
• RF Gain • IF Out Jack • Notch • 433 CCIR Channels
• Mute Line • BFO ±7 kHz • Scan & Sweep • 99 User Memories
• AGC • Rack Handles • Ext. Spkr Out • Attenuator -10 dB
• Squelch • Clock • Dimmer • Dial Lock
• Speaker • Modular • 1.4 MHz IF Out
Specifications:
Coverage ......10 - 30000 kHz Modes ............ AM/SSB/ISB/CW/RTTY
Sensitivity ......<0.7µV 10 dB SINAD SSB IF Rejection .... >90 dB
Image Rej ......>90 dB Environment ... 0° to +50° C.
Audio Out ......4 W 4 Ohms Input Protect ... 100V EMF 15 mins
Antenna Input BNC 50 Ohms
Accessories:
004 FSK Demod 008 24VDC Auto PS 009 RC4010 Controller
012 1500 User Memories 011 RS-232 Interface 010 8 Ch Monitor Card for 009
013 Recorder Control 014 FM Mode 015 IF Filters
016 TCXO Cabinet
Comments:
RC-4010 can control up to 8 receivers with internal modem or up to 31 receivers with
external modem. Clock can be set for up to 24 alarms per day.


